
Automotive grade chip solid 
electrolyte tantalum capacitor QHL45 Series

Epoxy resin molded package, sheet, easy to integrate, polarity, all aspects of 
Product characteristics

the performance is better than the conventional chip tantalum capacitor;
Small size, light weight, can save large capacitor, energy storage, filter and 
decoupling required circuit board space;
Stable electrical and storage performance, up to 125C when voltage 
derating, long working life, high reliability;

WWEIA metric 

Typical applications include terminal decoupling and filtering applications in 
automotive, such as DC/DC converters, portable electronics, communication
 electronics, and control units.

Overall dimensions (mm)
EIA 

English Shell 
number code code L 1 H S 2

QHL

Product code
45

Model 
number

separator Case size
See table 

above

Dc rated voltage Capacity codeCapacity 
tolerance The first 2 digits are 

significant digits in pF,
 and the third digit is 

an exponent. (i.e. how
 many zeros are 

followed by a 
significant number)

Packing 
method
T = braid

Environmental statement

The RoHS Declaration (6/6) is in compliance with the requirements of Directive 2002/95/EC, 

Product identification

which stipulates the use of 100%Sn solders, gold-coated or non-magnetic 100%Sn solders.

[Voltage code]
Rated voltage

Code C stands for 16Vdc

[Capacity code]
The unit is pf
Code 476 means 47μf

[Positive label]

Technical characteristics
Technical parameter All technical parameters were measured at 1 atmosphere at +25 ° C
Capacity range
Capacity tolerance
Rated voltage(VR)
Class voltage(VC)
Surge voltage(VS)
Surge voltage(VS)
Temperature range
Extraction coating Tin coating (standard), gold coating or tin lead coating to make additional requirements
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Automotive grade chip solid 
electrolyte tantalum capacitor QHL45 Series

Product specification shell number comparison table
(Shell number code)

Rated voltage (V)
Voltage code

Capacity value (μF) Capacity code Shell number
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Automotive grade chip solid 
electrolyte tantalum capacitor QHL45 Series

Product code and parameter specification

  

QHL45-A004#226T
QHL45-A004#336T
QHL45-A004#476T
QHL45-A004#686T
QHL45-A004#107T
QHL45-B004#107T
QHL45-A6R3#225T
QHL45-A6R3#335T
QHL45-A6R3#475T
QHL45-A6R3#685T
QHL45-B6R3#685T
QHL45-A6R3#106T
QHL45-B6R3#106T
QHL45-A6R3#156T
QHL45-B6R3#156T
QHL45-C6R3#156T
QHL45-A6R3#226T
QHL45-B6R3#226T
QHL45-C6R3#226T
QHL45-A6R3#336T
QHL45-B6R3#336T
QHL45-C6R3#336T
QHL45-A6R3#476T
QHL45-B6R3#476T
QHL45-C6R3#476T
QHL45-D6R3#476T
QHL45-A6R3#686T
QHL45-B6R3#686T
QHL45-C6R3#686T
QHL45-D6R3#686T
QHL45-B6R3#107T
QHL45-C6R3#107T
QHL45-D6R3#107T
QHL45-B6R3#157T
QHL45-C6R3#157T
QHL45-D6R3#157T
QHL45-E6R3#157T
QHL45-C6R3#227T
QHL45-D6R3#227T
QHL45-E6R3#227T
QHL45-V6R3#227T
QHL45-D6R3#337T
QHL45-E6R3#337T
QHL45-H6R3#337T
QHL45-V6R3#337T

QHL
QHL45-D6R3#477T

45-E6R3#477T

QHL
QHL45-H6R3#477T

45-V6R3#477T
QHL45-E6R3#687T
QHL

Product code Rated 
voltage

Maximum 
loss @25℃

Maximum 
leakage 

current @25℃ 100Hz

Nominal Shell 
capacity number

ESR Max @
25℃
100KHz

Maximum allowable ripple 
current @100KHz IRMS (A)

Class 
temperature MSL

45-V6R3#687T

      

           
       

0100Hz，U＿=2.2 0

-1
V，U~=1.0

-0.5
V, Frequency=100Hz，Series measurement

# is the replacement character to indicate the capacity tolerance, fill in K represents +10%, M represents +20%;
Do not use a multimeter;

1

2

3

4

5

If the ambient temperature is higher than +85 ° C, the derating voltage is required. (The leakage current parameter is the reading after 5 
minutes of power-on.)
For special sizes or requirements please contact us.

Capacity and loss measurement conditions:
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Automotive grade chip solid 
electrolyte tantalum capacitor QHL45 Series

0100Hz，U＿=2.2 0

-1
V，U~=1.0

-0.5
V, Frequency=100Hz，Series measurement

# is the replacement character to indicate the capacity tolerance, fill in K represents +10%, M represents +20%;
Do not use a multimeter;

1 

2 

3 

4

5

If the ambient temperature is higher than +85 ° C, the derating voltage is required. (The leakage current parameter is the reading after 5 
minutes of power-on.)
For special sizes or requirements please contact us.

Capacity and loss measurement conditions:

Product code and parameter specification

Product code Rated 
voltage

Maximum 
loss @25℃

Maximum 
leakage 

current @25℃ 100Hz

Nominal Shell 
capacity number

ESR Max @
25℃
100KHz

Maximum allowable ripple 
current @100KHz IRMS (A)

Class 
temperature MSL

QHL45-A010#155T
QHL45-A010#225T
QHL45-B010#225T
QHL45-A010#335T
QHL45-A010#475T
QHL45-B010#475T
QHL45-A010#685T
QHL45-B010#685T
QHL45-A010#106T
QHL45-B010#106T
QHL45-C010#106T
QHL45-A010#156T
QHL45-B010#156T
QHL45-C010#156T
QHL45-A010#226T
QHL45-B010#226T
QHL45-C010#226T
QHL45-A010#336T
QHL45-B010#336T
QHL45-C010#336T
QHL45-D010#336T
QHL45-B010#476T
QHL45-C010#476T
QHL45-D010#476T
QHL45-B010#686T
QHL45-C010#686T
QHL45-D010#686T
QHL45-E010#686T
QHL45-C010#107T
QHL45-D010#107T
QHL45-E010#107T
QHL45-C010#157T
QHL45-D010#157T
QHL45-E010#157T
QHL45-D010#227T
QHL45-EO10#227T
QHL45-D010#337T
QHL45-E010#337T
QHL45-H010#337T
QHL45-V010#337T
QHL45-EO10#477T
QHL45-A016#105T
QHL45-A016#155T
QHL45-A016#225T
QHL45-A016#335T
QHL45-B016#335T
QHL45-A016#475T
QHL45-B016#475T
QHL45-C016#475T
QHL45-A016#685T
QHL45-B016#685T
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Automotive grade chip solid 
electrolyte tantalum capacitor QHL45 Series

0100Hz，U＿=2.2 0

-1
V，U~=1.0

-0.5
V, Frequency=100Hz，Series measurement

# is the replacement character to indicate the capacity tolerance, fill in K represents +10%, M represents +20%;
Do not use a multimeter;

1 

2 

3 

4

5

If the ambient temperature is higher than +85 ° C, the derating voltage is required. (The leakage current parameter is the reading after 5 
minutes of power-on.)
For special sizes or requirements please contact us.

Capacity and loss measurement conditions:

Product code and parameter specification

Product code Rated 
voltage

Maximum 
loss @25℃

Maximum 
leakage 

current @25℃ 100Hz

Nominal Shell 
capacity number

ESR Max @
25℃
100KHz

Maximum allowable ripple 
current @100KHz IRMS (A)

Class 
temperature MSL

QHL45-C016#685T
QHL45-A016#106T
QHL45-B016#106T
QHL45-C016#106T
QHL45-A016#156T
QHL45-B016#156T
QHL45-C016#156T
QHL45-B016#226T
QHL45-C016#226T
QHL45-D016#226T
QHL45-B016#336T
QHL45-C016#336T
QHL45-D016#336T
QHL45-C016#476T
QHL45-D016#476T
QHL45-C016#686T
QHL45-D016#686T
QHL45-E016#686T
QHL45-D016#107T
QHL45-E016#107T
QHL45-D016#157T
QHL45-E016#157T
QHL45-E016#227T
QHL45-A020#684T
QHL45-A020#105T
QHL45-A020#155T
QHL45-A020#225T
QHL45-B020#225T
QHL45-A020#335T
QHL45-B020#335T
QHL45-A020#475T
QHL45-BO20#475T
QHL45-C020#475T
QHL45-A020#685T
QHL45-BO20#685T
QHL45-C020#685T
QHL45-A020#106T
QHL45-BO20#106T
QHL45-C020#106T
QHL45-BO20#156T
QHL45-C020#156T
QHL45-D020#156T
QHL45-B020#226T
QHL45-C020#226T
QHL45-D020#226T
QHL45-C020#336T
QHL45-D020#336T
QHL45-E020#336T
QHL45-C020#476T
QHL45-D020#476T
QHL45-E020#476T
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Automotive grade chip solid 
electrolyte tantalum capacitor QHL45 Series

 

 

 

0100Hz，U＿=2.2 0

-1
V，U~=1.0

-0.5
V, Frequency=100Hz，Series measurement

# is the replacement character to indicate the capacity tolerance, fill in K represents +10%, M represents +20%;
Do not use a multimeter;

1 

2 

3 

4 

5

If the ambient temperature is higher than +85 ° C, the derating voltage is required. (The leakage current parameter is the reading after 5 
minutes of power-on.)
For special sizes or requirements please contact us.

Capacity and loss measurement conditions:

Product code and parameter specification

Class Maximum allowable ripple 25℃capacity
Nominal 

current @25

Maximum Maximum 
loss @25

Rated Product code voltage ℃leakage 
℃ 100Hz

Shell 
number

ESR Max @

100KHz
current @100KHz IRMS (A) temperature MSL

QHL45-V020#476T
QHL45-D020#686T
QHL45-EO20#686T
QHL45-EO20#107T
QHL45-H020#107T
QHL45-V020#107T
QHL45-D020#157T
QHL45-A025#334T
QHL45-A025#474T
QHL45-A025#684T
QHL45-A025#105T
QHL45-B025#105T
QHL45-A025#155T
QHL45-B025#155T
QHL45-A025#225T
QHL45-B025#225T
QHL45-C025#225T
QHL45-A025#335T
QHL45-B025#335T
QHL45-C025#335T
QHL45-A025#475T
QHL45-BO25#475T
QHL45-C025#475T
QHL45-B025#685T
QHL45-C025#685T
QHL45-D025#685T
QHL45-B025#106T
QHL45-C025#106T
QHL45-D025#106T
QHL45-C025#156T
QHL45-D025#156T
QHL45-E025#156T
QHL45-C025#226T
QHL45-D025#226T
QHL45-E025#226T
QHL45-D025#336T
QHL45-EO25#336T
QHL45-V025#336T
QHL45-D025#476T
QHL45-E025#476T
QHL45-D025#686T
QHL45-EO25#686T
QHL45-V025#686T
QHL45-E025#107T
QHL45-V025#107T
QHL45-A035#104T
QHL45-A035#154T
QHL45-A035#224T
QHL45-A035#334T
QHL45-A035#474T
QHL45-B035#474T
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Automotive grade chip solid 
electrolyte tantalum capacitor QHL45 Series

0100Hz，U＿=2.2 0

-1
V，U~=1.0

-0.5
V, Frequency=100Hz，Series measurement

# is the replacement character to indicate the capacity tolerance, fill in K represents +10%, M represents +20%;
Do not use a multimeter;

1 

2 

3 

4

5

If the ambient temperature is higher than +85 ° C, the derating voltage is required. (The leakage current parameter is the reading after 5 
minutes of power-on.)
For special sizes or requirements please contact us.

Capacity and loss measurement conditions:

Product code and parameter specification

Product code Rated 
voltage

Maximum 
loss @25℃

Maximum 
leakage 

current @25℃ 100Hz

Nominal Shell 
capacity number

ESR Max @
25℃
100KHz

Maximum allowable ripple 
current @100KHz IRMS (A)

Class 
temperature MSL

QHL45-A035#684T
QHL45-B035#684T
QHL45-A035#105T
QHL45-B035#105T
QHL45-A035#155T
QHL45-B035#155T
QHL45-C035#155T
QHL45-A035#225T
QHL45-B035#225T
QHL45-C035#225T
QHL45-B035#335T
QHL45-C035#335T
QHL45-B035#475T
QHL45-C035#475T
QHL45-D035#475T
QHL45-C035#685T
QHL45-D035#685T
QHL45-EO35#685T
QHL45-H035#685T
QHL45-C035#106T
QHL45-D035#106T
QHL45-E035#106T
QHL45-H035#106T
QHL45-D035#156T
QHL45-E035#156T
QHL45-V035#156T
QHL45-D035#226T
QHL45-E035#226T
QHL45-D035#336T
QHL45-EO35#336T
QHL45-E035#476T
QHL45-H035#476T
QHL45-V035#476T
QHL45-A050#104T
QHL45-A050#154T
QHL45-B050#154T
QHL45-A050#224T
QHL45-B050#224T
QHL45-A050#334T
QHL45-B050#334T
QHL45-A050#474T
QHL45-B050#474T
QHL45-C050#474T
QHL45-B050#684T
QHL45-C050#684T
QHL45-B050#105T
QHL45-C050#105T
QHL45-C050#155T
QHL45-D050#155T
QHL45-C050#225T
QHL45-D050#225T
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Automotive grade chip solid 
electrolyte tantalum capacitor QHL45 Series

0100Hz，U＿=2.2 0

-1
V，U~=1.0

-0.5
V, Frequency=100Hz，Series measurement

# is the replacement character to indicate the capacity tolerance, fill in K represents +10%, M represents +20%;
Do not use a multimeter;

1 

2 

3 

4

5

If the ambient temperature is higher than +85 ° C, the derating voltage is required. (The leakage current parameter is the reading after 5 
minutes of power-on.)
For special sizes or requirements please contact us.

Capacity and loss measurement conditions:

Product code and parameter specification

Product code Rated 
voltage

Maximum 
loss @25℃

Maximum 
leakage 

current @25℃ 100Hz

Nominal Shell 
capacity number

ESR Max @
25℃
100KHz

Maximum allowable ripple 
current @100KHz IRMS (A)

Class 
temperature MSL

QHL45-C050#335T
QHL45-D050#335T
QHL45-C050#475T
QHL45-D050#475T
QHL45-E050#475T
QHL45-D050#685T
QHL45-E050#685T
QHL45-V050#685T
QHL45-D050#106T
QHL45-E050#106T
QHL45-E050#156T
QHL45-E050#226T
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